
Y FILTER IN PTFE

Design: 

DIN 2848/2874

Flange: Fixed

Range: 

DN 25 - DN 200

Until DN 150 PN 16

Until DN 250 PN 10

Version A:

body: ASTM A105

flange: P245GH EN 1092-1

Version F:

fusion: GP240GH

Interior lining: 

      PFA

Filter cartridge coating:

      PTFE

Standard Supply

Design:

for big diameters more than one 

piece will be provided

Metallic parts:

Stainless steel 304L/316L

Low temp. steel P275NL

Interior lining: 

      Antistatic PTFE

      Antistatic PFA

Variants

Interior lining: 

PFA vergine - ASTM D3307 TIPO II

body and vest: 

Virgin PTFE - ASTM D4894

Version A:

body: ASTM A105 

Version A:

flange: P245GH EN 1092-1

Interior lining:

Virgin PFA - ASTM D3307 TYPE II

Antistatic version 
of Y filter

standard finish

Avaiable on request

Special 
Supply

Engineering 
Services

Quality and 
Special tests

Approvals and 
Certifications

Stainless steel 
304L/316L 
components

External 
Finiture

DIN



 Standard PTFE filter mesh:

250 µm (60 mesh), 

300 µm (50 mesh), 

420 µm (40 mesh), 

850 µm (20 mesh), 

1000 µm (18 mesh), 

2000 µm (10 mesh);

Other dimensions are available on request.

External protection with RAL 5005 two-component 

polyurethane paint.

Y FILTER IN PTFE

Dimension table

DN
L 

[mm]

H 

[mm]

D 

[mm]

k 

[mm]

d1 

[mm]

n x ØF 

[num x 

mm]

25 160 125 115 85 68 4 x 14

40 200 145 150 110 88 4 x 18

50 230 165 165 125 102 4 x 18

80 310 210 200 160 138 8 x 18

100 350 310 220 180 158 8 x 18

150 480 370 285 240 212 8 x 22

200 600 580 340 395 268 8 x 22

DIN



Y FILTER IN PTFE

Avaiable on request

Special 
Supply

Engineering 
Services

Quality and 
Special tests

Approvals and 
Certifications

Stainless steel 
304L/316L 
components

External 
Finiture

Pipes and Flanges dimensions 
according to DIN

Operative Conditions

Bolt Torque

Finiture, Marking, Packing

Table of Chemical Resistance of 
Materials*

Technical specifications of Difline products

Fittings dimensions according to
DIN 2848

DIN


